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NOTES FOR TEMPORARY TRAFFIC SIGNALS

f. ALL SIGNAL HEADS ON INDIVIDUAL SPAN WIRE SHALL BE MOUNTED SO THAT THE “RED" THE FOLLOWING EXISTING TRAFFIC SIGNAL EQUIPMENT SHALL BE REMOVED BY THE XISTING EQUIPMENT TO BE REMOV
INDICATIONS ARE LEVEL WITH EACH OTHER. CONTRACTOR, SHALL REMAIN THE PROPERTY OF THE STATE AND SHALL BE DELIVERED EXISTING SIGNAL HEAD

Y TH TRACTOR TO THE STATE.
8 R ACTOR T o en e EXISTING PEDESTRIAN SIGNAL HEAD

2. THE CONTRACTOR SHALL PROVIDE THREE FEET OF SLACK CABLE IN THE CONTROLLER i EACH CONTROLLER AND CABINET AND CONTENTS

AN THE W P . TH ACK N ADDITION TO THE VERTICA NGTH OF e
CAgLSNDEFIENEDO?IPl TglE-ESTANDEARS[;‘ SCPECIISF[!CATI%E}S IEND SOHALE BEE PI{?D LFé-RE ET TI'?E EACH SIGNAL HEAD, [-FACE, 3 SECTION, BRACKET MOUNTED E EXISTING SERVICE INSTALLATION

2
CONTRACT UNIT PRICE PER FOOT FOR ELECTRIC CABLE OF THE TYPE SPECIFIED. 3 EACH SIGNAL HEAD, 1-FACE, 5 SECTION, BRACKET MOUNTED EXISTING SIGNAL POST AND FOUNDATION
3, Z EACH  SIGNAL HEAD, I-FACE, 3 SECTION, MAST ARM MOUNTED EXISTING CONTROLLER AKD FOUNDATION

TEMPORARY WOOD POLES SHALL BE LOCATED A MINIMUM OF 6' FROM THE FACE OF EACH  SIGNAL HEAD, I-FACE, 5 SECTION, MAST ARM MOUNTED EXISTING HANDHOLE
CURB OR A MINIMUM OF 18" FROM THE EDGE OF PAVEMENT WHERE THERE IS NO CURB,

UNLESS OTHERWISE DIRECTED BY THE ENGINEER. THE FOLLOWING EXISTING TRAFFIC SIGNAL EOUIPMENT SHALL BE REMOVED BY THE EXISTING HEAVY-DUTY HANDHOLE
CONTRACTOR, SHALL REMAIN THE PROFERTY OF THE CITY OF PLANO AND SHALL BE EXISTING STEEL MAST ARM POLE AND FOLUNDATION

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CHECKING THE WOOD POLE LOCATIONS DELIVERED BY THE CONTRACTOR TO THE CITY, ISTING COMBIATION ST ST ARM POLE AND FOUNDATION

BEFORE ORDERING TO DETERMINE IF LONGER POLES ARE REQUIRED. 3  EACH  EMERGENCY VEMICLE LIGHT DETECTOR E MB STEEL MAST ARM POLE o

EXISTING EMERGENCY VEHICLE LIGHT DETECTOR

3 EACH CONFIRMATION BEACON EXISTING CONFIRMATION BEACON

5. ALL CONTROL EQUIPMENT INCLUDING EMERGENCY PRE-EMPTION AND COMMUNICATION

o21f|Eo RN

DEVICES FOR THE TEMPORARY TRAFFIC SIGNAL(S) SHALL BE FURNISHED BY THE THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND SHALL BE EXISTING CONFIRMATION BEACON
CONTRACTOR, DISPOSED OF BY THEM OUTSIDE THE LIMITS OF THE RIGHT-OF-WAY AT THEIR EXPENSE. TEMPORARY TRAFFIC SIGNAL LEGEND
THE SALVAGE VALUE OF THE REMOVED EOQUIPMENT SHALL BE REFLECTED IN THE
6. ALL TRAFFIC SIGNAL SECTIONS AND PEDESTRIAN SIGNAL SECTIONS SHALL BE 12" CONTRACT BID PRICE. ~&+  TEMPORARY TRAFFIC SIGNAL HEAD
POLYCARBONATE (300mm). HEADS SHALL BE PLACED AS INDICATED ON THE TEMPORARY > EACH LUMINAIRE. 250 WATT, HPS 4§ TEMPORARY TRAFFIC SIGNAL HEAD
TRAFFIC SIGNAL PLAN OR AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL ACH TRAFFIC SIONAL BACKPLAT
FURNISH ENOUGH CABLE SLACK TO RELOCATE HEADS TG ANY POSITION ON THE SPAN WIRE iz EAEH TRAFF:C g%cm\t Eogr LATE @  TEMPORARY WOOD POLE (CLASS 5 OR BETTER) 45 FT MIN.
OR AT LOCATIONS ILLUSTRATED ON THE PLANS FOR CONSTRUCTION STAGING. THE TEMPORARY > Each COMBINATION STEEL MAST ARM ASSEMBLY AND POLE TEMPORARY CONTROLLER CABINET
TRAFFIC SIGNAL SHALL REMAIN IN OPERATION DURING ALL SIGNAL HEAD RELOCATIONS. 1 EacH STEEL MAST ARM ASSEMBLY AND POLE TEMPORARY UNINTERRUPTIBLE POWER SUPPLY. EXTENDED
EACH TEMPORARY TRAFFIC SIGNAL HEAD SHALL HAVE ITS OWN CABLE FROM THE CONTROLLER 1 EACH SERVICE INSTALLATION TEMPORARY SPAN WIRE. TETHER WIRE AND CABLE
CABINET TO THE SIGNAL HEAD. RELOCATION OF ANY SIGNAL HEAD FOR TEMPORARY SIGNAL e y
IS INCIDENTAL TO PAY ITEM “TEMPORARY TRAFFIC SIGNAL INSTALLATION". -}  TEMPORARY SERVICE INSTALLATION
M TEMPORARY LUMINARE 250W HPS WITH 15 MAST ARM
7. ALL EXISTING STREET NAME AND INTERSECTION REGULATORY SIGNS SHALL BE RE-
MOVED FROM EXISTING POLES, RELOCATED AND SECURELY FASTENED TO THE SIGNAL e  EMERGENCY VEHICLE LIGHT DETECTOR
SPAN WIRE OR WOOD POLE AS DIRECTED BY THE ENGINEER. ; 4  CONFIRMATION BEACON
GUY WIRE
8. ANY TEMPORARY SIGNAL WITHIN AN EXISTING CLOSED LOOP TRAFFIC SIGNAL SYSTEM = &
SHALL BE INTERCONNECTED TO THAT SYSTEM USING SIMILAR BRAND CONTROL EQUIPMENT. O [V VIDEO CAMERA
9. SPAN WIRE SIGNAL HEADS FOR TRAFFIC FROM WAUBONSEE DRIVE SHALL BE RELOCATED TO O e~ RADIO INTERCONNECT ANTENNA
ALIGN WITH THE LOCATION OF NORTHBOUND AND SOUTHBOUND LANES DURING CONSTRUCTION. = % VIDEO DETECTION ZONE
10. TEMPORARY UNINTERRUPTIBLE POWER SUPPLY SHALL BE IN ACCORDANCE TO SUPPLEMENTAL w% BRRZ] TEMPORARY PAVEMENT
SPECIFICATION SECTION 862 AND SHALL BE “EXTENDED” RANGE FOR SIX HOURS OF FULL
RUN-TIME OPERATION. THE TEMPORARY UNINTERRUPTIBLE POWER SUPPLY SHALL BE INCLUDED <¥[ m WORK ZONE
IN THE COST OF THE TEMPORARY TRAFFIC SIGNAL INSTALLATION. ]
{l. TEMPORARY WOOD POLES SHALL BE LOCATED 6° FROM FACE OF CURB OR A MINIMUM OF 18 |
FROM THE EDGE OF PAVEMENT WHERE THERE IS NO CURB, UNLESS OTHERWISE DIRECTED BY THE Y
ENGINEER, ALL TEMPORARY WOOD POLES SHALL BE INSTALLED SO THAT A MINIMUM OF 30" OF POLE |

IS ABOVE THE PAVEMENT ELEVATION ADJACENT TO THE POLE. SUFFICIENT LENGTH SHALL BE BURIED
AND BACK GUYED TO WITHSTAND 70 MPH WIND. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
CHECKING TEMPORARY WOOD POLE LOCATIONS BEFORE ORDERING TO DETERMINE IF LONGER

POLES ARE REQUIRED. /
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